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Character-Defining Features Specific to Alaskan Bridges
DRAFT

	Type
	Subtype
	Character-Defining Features

	Arch
	
	Steel Hinged Arch

· Curved girder or top truss chord

· Bottom chord

· Suspenders

· Ties

· Hinges

· Abutments (Butresses) 

· Piers (if present)

	Girder
	Girder/Stringer
	Reinforced Concrete Girders

· Monolithic deck and girder system

· Parapet/railing when integrated

· Substructure units, including piers if present
Steel Rolled Beams

· Rolled beams

· Floor beams

· Original railing

· Substructure units, including piers if present

Plate Girders (Built-up Girders)

· Plate girder, riveted or welded
· Floor system

· Substructure units, including piers if present
Timber Stringer

· Longitudinal beams/stringers

· Pile bents (if present)

	
	Cable-Stayed Box
	Cable-Stayed Box Girder
· Box girders

· Towers

· Cables

· Anchors
· Piers


	Type
	Subtype
	Character-Defining Features

	Girder (con’d)
	Box
	Prestressed Concrete Box Beam

· Slab

· Box-shaped longitudinal beams

· Parapet/railing, if integral with beams
· Substructure units, including piers if present

Orthotropic Steel Box 

· Box-shaped longitudinal beams

· Floor system

· Parapet/railing, if integral
· Substructure units, including piers if present

	
	Tee/Bulb-Tee
	Concrete T-beams & Bulb-Tee Beams
· Slab integrated with longitudinal beams

· Parapet/railing if integral with beams
· Substructure, including piers if present

	
	Slab
	Cast-in-Place and Precast Concrete Slabs

· Slab itself

· Parapet/railing, if integral with slab
· Substructure, including piers if present

	Truss
	Deck
	Trusses

· Truss form

· Location of deck

· Method of connection

· Top and bottom chords

	
	Pony
	

	
	Through
	

	Other
	
	Evaluate individually
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